PRESS RELEASE

Deep Creek Lake Sewer System

Sewage Overflow at Pump Station 2-2
July 11, 2010

Summary of Cause. Actions Taken and Future Preventive Measures

Personnel from the Garrett County Department of Public Utilities (DPU) met today with the
Chairman of the Board of Garrett County Commissioners, the County Administrator, and
representatives of the Garrett County Health Department and Department of Planning and Land
Development in order to assess a recent sewage overflow on the Deep Creek Lake Sewer
System.

On Sunday, July 11, 2010 DPU received an emergency pager call at approximately 9:45 a.m.
regarding an apparent sewage overflow at Pump Station 2-2 located at the intersection of
Garrett Highway and Lake Shore Drive. Upon arrival, DPU personnel spoke to a property
owner that initiated the emergency call. The person informed the employee that another
neighbor noticed the sewage around 7:00 a.m. but did not report the problem. DPU personnel
assessed and corrected the problem by approximately 10:00 a.m. and estimated the overflow
volume to be approximately 42,000 gallons based upon the gallons per minute the pump is
capable of pumping and number of cycles it would have pumped in a three-hour duration.

DPU personnel notified the Department of Natural Resources’ (DNR) lake management office
and informed them of the situation. DNR dispatched a vessel to the area and placed buoys on
in the water to restrict watercraft from entering the contaminated area. Caution tape was also
placed across neighboring docks to the shoreline to restrict the area and notices were posted in
the vicinity. The Garrett County Environmental Health Department was also notified and the
incident was reported to the Maryland Department of the Environment's emergency notification
center.

DPU personnel utilized their vacuum/tanker truck and removed standing sewage from the
surrounding ground and disinfected the affected area. DPU Laboratory personnel collected
water samples from the contaminated lake area and commenced the analysis process.

Pump Station 2-2 consists of one large wet well containing two 40 hp pumps. Wastewater
enters the wet well from both the northern and southern sections of the sewer system. When
the wastewater reaches a pre-set level, floats connected to the pump controls signals the pump
to operate and discharge the wastewater from the wet well into the main sewer line flowing
toward the wastewater treatment plant. A by-pass vault is also installed at this pump station
which contains a 30 hp pump.






